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ABSTRACT Holter systems record the electrocardiogram (ECG), which is used to identify beat families
according to their origin and severity. Many systems have been proposed using signal conditioning and
machine learning (ML) classification algorithms for beat family recognition. However, the design stage of
these systems does not always consider the impact that tuning the intermediate blocks has on the beat family
classification and the overall accuracy. We propose to use a new index based on the confusion matrices and
bootstrap resampling to summarize the global performance for all family beats, so-called differential beat
accuracy (DBA), which is obtained as the total number of beats correctly classified in each class minus the
total number of beats incorrectly classified. We addressed the sensitivity of the different subblocks when
creating a simple beat family classifier consisting of signal preprocessing blocks and a simple k-Nearest
Neighbors classifier. The MIT-BIH Arrhythmia database was used for this purpose, following existing
literature on the field. We benchmarked two implementations, one for biclass classification (supraventricular
vs. non-supraventricular origin) and another for multiclass beat labeling. The usual preprocessing stages
were scrutinized with the DBA to evaluate their impact on the quality of the complete ML system, such
as signal detrending and filtering, beat balancing, or inter-beat distance. With the support of the DBA, our
methodology was able to detect significant differences in terms of some of the options in the algorithm
design. For instance, balancing the number of beats in each class for training significantly improved
the classification accuracy of the minority classes at 3.22% for the multiclass dataset but not for the
biclass dataset. Also, accuracy improved significantly by about 6% for the biclass regrouping without data
normalization, whereas overall accuracy improved significantly by about 7% for the multiclass regrouping
with data normalization. In addition, the analysis of the statistical dispersion of confusion matrices showed
that this database should be considered with caution when training ML-based family classifiers. We can
conclude that the proposed DBA can provide us with statistically principled criteria for designing ML-based
classifiers and reducing their bias in strongly unbalanced beat family datasets.

INDEX TERMS Machine learning, ECG morphology, MIT-BIH database, family beats, differential confu-
sion matrix, differential beat accuracy.

I. INTRODUCTION common method to diagnose and treat heart disease is the
Cardiovascular diseases are one of the leading causes of electrocardiogram (ECG), which represents the electrical
death worldwide, directly concerning public health. The most activity of the heart [1] and an informative non-invasive med-
ical test [2], [3]. Short-time ECG recordings are commonly

The associate editor coordinating the review of this manuscript and used in a daily clinical cardiology routine due to their easy
approving it for publication was Inés Domingues " . acquisition. In contrast, in some cases, a longer follow-up is
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necessary due to transient pathological events that may not
be detected in short recordings [4], [5]. On the other hand,
Holter systems are commonly used as a non-invasive tool
in ambulatory monitoring, consisting of a portable record-
ing device with attached cutaneous electrodes on the chest
wall [6] that yields better chances to identify arrhythmias
or cardiac abnormalities in patients. Holter monitors can use
2, 3, or 12 electrodes which can record the ECG signal during
periods of 24 or 48 hours, and recent monitors can offer
up to weeks of monitoring [7]. The data are stored in the
device using digital media, analyzed with software created
by a technologist, and subsequently edited and reported by
the physician. A usual automatic processing stage of Holter
analysis consists of the identification of different morpholo-
gies for the beats in a patient recording, which are usually
known as beat families, and these families are subsequently
used to support the cardiologist on the higher-level rhythm
analysis or cardiac disorder identification for that patient [8],
[9], [10]. The process of identifying these beat families, also
known as beat labeling, needs to be semisupervised in clinical
practice, which means that the software in current Holter
systems is capable of making an initial grouping based on
some internal criteria, and it is subsequently readjusted by
the clinician [11], [12].

In recent decades, algorithms and criteria have been dedi-
cated to automating the heartbeat classification stage. These
are primarily based on rules about time intervals and char-
acteristic voltage levels in each beat. Still, this approach
has limited precision due to the sensitivity of the processing
system to different parameter thresholds required in other
patients [13], [14], [15]. Cardiologists reviewing the family
grouping can change those thresholds when necessary in
each patient and discard those families corresponding with
artifacts or irrelevant information. However, this is a highly
time-consuming task for the specialist, and the complete
process can take between 10 to 45 minutes per patient [16].
Moreover, the beat family detection stage depends on the
previous ECG-preprocessing stages, which generally include
different signal filters and some segmentation steps. Still,
in general, little attention has been paid to the sensitivity of
the family beat detection and to the design parameters of the
preprocessing stages [17].

In the literature, we can find excellent reviews of appli-
cations of machine learning (ML) algorithms in medicine in
general [18], [19], and in cardiology in particular, [20], [21].
In this setting, many methods have been proposed during the
last years for beat classification in ECG recordings, which
use artificial intelligence and ML techniques [1], [22], [23].
Despite the interest in ML-based solutions for beat family
identification being expected to grow in the forthcoming
years, few commercial Holter systems currently include their
use, despite the amount of academic literature devoted to its
research. Some preprocessing stages and their design param-
eters are expected to impact the final performance of ML
schemes significantly. Still, to our best knowledge, standard
ECG preprocessing stages are often implemented without
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accounting for the sensitivity of ML algorithms to them. The
sensitivity analysis of ML generalization capabilities in ECG
preprocessing design could notably, contribute to support the
use of these technologies in next-generation Holter systems.

Considering the preceding points, we propose using a new
index based on confusion matrices and bootstrap resampling
to summarize the global performance for all family beats,
the so-called Differential Beat Accuracy (DBA). The usual
preprocessing stages, such as signal detrending and filtering,
beat balancing tuning, or inter-beat distances, are scrutinized
to evaluate their impact on the quality of the input vectors for
the complete ML system. In summary, we propose a method-
ology to assess the effect of the signal preprocessing and
machine learning options on the final beat families classifica-
tion results, with a focus on the generalization capabilities of
the system. The said methodology can support the design and
performance evaluation of machine learning systems in terms
of clear cut-off tests which are non-parametric. Specifically,
they are based on bootstrap resampling for scrutinizing the
differences between two different processing schemes.

Accordingly, a note from this point on is that our focus
is not to obtain the best ML system for this application
but to determine the generalization capabilities of ML algo-
rithms working on databases for Holter benchmarking. Sev-
eral simplifications need to be made to fulfill this aim. First,
we worked with the raw beat waveform and applied different
preprocessing techniques such as filtering, baseline cancel-
lation, and segmentation. Second, for the analysis above,
we primarily work with a widely used (yet simple) ML
algorithm, namely, the k nearest neighbors (KNN) algorithm
for classification [24], [25], [26]. Others have overcome this
algorithm in different studies [27], [28], [29]. Still, its perfor-
mance is enough to analyze its generalization capabilities on
various conditions in the scope of the present paper. Third, the
MIT-BIH database has been considered in our experiments,
as it has been widely used to design ML algorithms in the
literature, which allows us to pay special attention to the
unbalance in the beat labels in this database.

Il. BACKGROUND

Cardiac signals have been used in a variety of applica-
tions of ML algorithms, including myocardial infarction
diagnosis, arrhythmia discrimination, or hypertrophy detec-
tion [30], [31]. Other tasks related with cardiac signals have
been addressed with this emerging technology, such as the
heart rate variability analysis for classification of diabetic
and healthy subjects, basic processing stages such as QRS-
complex detection, or detailed wave delineation [32], [33].
In [34], an algorithm was developed which exceeded the per-
formance of cardiologists in detecting a wide range of heart
arrhythmias from ECGs recorded with a single-lead wearable
monitor, using a proprietary dataset of 91,232 single-lead
ECGs from 53,549 unique patients with 14 classes. This study
can be pointed as an excellent reference work in the field.
In the context of cardiac arrest, traditional ML architectures
such as random forest or recursive least squares [35], [36],
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FIGURE 1. Summary scheme of the proposed methodology.

[37] have been overpassed by deep learning (DL) struc-
tures for rhythm discrimination, pulse detection, or ventila-
tion detection during cardiopulmonary resuscitation towards
algorithm operation without interrupting chest compression
therapy [38], [39].

The use of ML paradigms, specifically as a classification
problem formulation, aims to improve the overall accuracy
of the beat family detection system. This task needs to know
the clinical labels of every beat in the database used for
learning, which is a difficult requirement. Many authors [22],
[40] have tried to overcome this need by using broadly
available databases for technical benchmarking of Holter
systems. A well-known example is the MIT-BIH Arrhythmia
Database [41], a publicly available set of ECGs with detailed
annotations and clinical information from different patients
that has supported for years the research and system bench-
marking in the ECG processing field. Methods of sparse dic-
tionary learning, which aim to obtain a combination of basic
elements that represent the input data sparsely, have several
applications in data decomposition, compressed sensing and
signal recovery [42], [43]. This approach has been applied to
the fields of image denoising and classification, video and
audio processing [44], [45], as well as to medical signals
anlaysis, as electroencephalography (EEG), ECG, magnetic
resonance imaging (MRI), functional MRI, continuous glu-
cose monitors [46], and ultrasound computer tomography,
where different assumptions are used to analyze each signal.
ECG signals can also be factorized in coefficients in order to
get a dictionary and to use it to extract features to be used in
ML-based beat classification schemes [47], [48].

Moreover, contributions of DL to ECG have grown
immensely in the last 5 years, most of them on classifica-
tion applications, and especially in arrhythmia detection and
classification, but also for diagnosing atrial fibrillation dur-
ing normal sinus rhythm, cardiac dysfunction, sleep apnea,
or hypertension, as well as with biometric purposes. In [49],
an overall view of DL for biomedical applications can be
found, and thorough reviews of processing-based DL in ECG
are provided in [50], [51], [52], [53], and [54]. Also, in [55],
a deep review of DL in ECG is carried from a clinical
standpoint. In general, these authors highlight the advantages
of processing raw data over the traditional ML based on
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feature extraction, which yields better performance, though
with several limitations. Foremost, a fair comparison among
the different approaches becomes very difficult due to the
diversity in ECG input data and preprocessing blocks.
Another challenge to be faced is generalization. Most of the
reported studies use a single dataset, mainly from a public
database (Physionet), resulting in potential bias due to the
small size. Although it may apparently seem a large and
diverse amount of data in terms of beat availability, it can
fail in terms of number of patients (intra-patient redundancy).
The imbalance of classes is also a concern. The lack of
explainability or interpretability is also referred to as a prob-
lem because it provides a black-box model (straight from
waveform to event detection) that humans cannot understand,
so this drawback should also be solved to achieve the trust
of clinicians and to allow the transference of ML and DL
algorithms into the clinical practice [50], [55]. In the present
work we certainly devoted our best effort to provide clear
cut-off tests for model benchmarking, while paying atten-
tion to the imbalance and to the generalization capabilities.
Furthermore, in recent years, new trends have emerged to
explain ML models in order to understand the process of
each of the systems delivered from this area. This is highly
important for many regulated sectors, such as the biomedical
sector. A widespread used reference for these new trends is
the method known as the Local Interpretable Model-Agnostic
Explanations (LIME) [56], which explains the ML predic-
tions of many classifiers in an interpretable way, and this
method has been used when dealing with ECG classifica-
tions [57]. Another helpful technique used in the recent years
is t-SNE, which is used for for high-dimensional data visual-
ization in the area of ML and DL [58]. In the present work,
we use both LIME and t-SNE to interpret our results.

Note that the focus of this work is not to deliver a
new classification method, but rather we aim to create
a statistically-principled method capable of supporting the
design of signal preprocessing stages and ML tuning steps
when creating a beat classification system. Therefore, several
of these relevant aspects of the background are not addressed
here, but rather we use a simple classifier (the KNN classifier)
in order to prove the usefulness of the proposed method and
the use of the DBA index.
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lll. METHODS

In this section, we detail the different digital processing
stages of beat family systems, including beat regrouping,
preprocessing, and classification. The proposed and used
bootstrap-resampling based statistical descriptions are stated.
These statistical indices allow us to make principled and
informed decisions on the system design according to the
overall ML system performance, showing both a fine-grain
evaluation view (with the differential confusion matrix) and
an overall evaluation view (with the DBA). Figure 1 presents
a summary scheme of the methodology used in this work, and
each of the steps is explained below.

A. SIGNAL PREPROCESSING

Cardiac signals often present noise, which can be due to
interference with the loss of electrode contact with the skin or
to other physiological origins. This noise distorts the signals,
thus hindering their analysis and their posterior study [59].
In order to obtain advantageous results in the analysis of
ECG signals, it is important to establish an adequate digital
preprocessing pipeline, so that we first focus on cleaning the
noise present in the signal while preserving its morphology.
Every ECG contained in a database consists of a collection of
consecutive beats, and it is denoted generally as x[n], where
n is the number of sample and x[n] = x(nTs), where T is the
sampling period of the continuous time recording x(¢).

The baseline is an undesired external interference of low
frequency activity on the ECG, and it is usually the result of
various sources of noise such as breathing, body movements,
or poor contact of the electrodes with the skin [59]. In the
present work, the baseline cancellation (BLC) was performed
with the combination of a sliding window, a median filter
for the samples of this window, and spline interpolation on
the nodes in the window central positions [60], which can be
denoted by using operator I'prc to modify the discrete-time
ECG signal, as follows,

xgrcnl = Tprc{x[nl} (1

After BLC, high frequency noise is usually filtered out and
for this purpose we applied a low-pass filter using operator
[y, thus allowing us to obtain the processed signal denoted
as xpy.[n], as follows

xpiLln] = Cri{xprelnl, 0Ly, 03 ) 2)

where G}M and QI%IL are free parameters indicating the order
of the filter and the cut-off frequency.

As other databases, the MIT-BIH database provides the
positions of the QRS complexes of each beat for all the
patients, hence we can work with R peaks extracted from
x[n] by finding the sample with the maximum value in a
window value around each beat, and its corresponding value
of n which indicates the position of the sample. Segmentation
can be performed based on these peaks and a time interval
is considered before (denoted as 1) and after (denoted as
t7) the peaks. In summary, in the segmentation process we
obtain the beats of each patient and each beat is composed
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of a set of samples, hence providing with information about
the ECG signal in terms of the beat morphology. The values
of the samples of these beats can be used as features when
classifying them with subsequent ML systems.

We used here a convenient representation of the signals
to support the analysis, which is the so-called M-mode. This
representation is just a three-dimensional plot of all the seg-
mented beats of one patient in which the x axis represents
the number of beat, the y axis represents the relative time of
each beat, and the z axis represents the amplitude of each
beat [61], as we can see in the example of Figure 2. This
representation is used to analyze the effect of filtering in
specific and representative cases, and it can be also useful
to visualize quickly and effectively if there is any anomaly in
the beats from a given patient or to see the noise present in
the segmented signal.

B. KNN ALGORITHM

The ML classification method implemented in this work is the
KNN, which is a simple supervised classification algorithm
in which the database is divided in two subgroups, the training
data and the test data. The training data, which helps to gener-
ate the model, is given by a matrix that contains the segmented
beats of the patients selected for this subset, defined as X
where each row corresponds to one beat and the columns
correspond to beat samples. The test data, denoted in matrix
form as X, allows us to measure the generalization capacity
of that model [40] and it is defined as X, but containing
the beats from the patients selected for this subset instead.
Both groups are labeled and these labels are denoted in vector
form as y,. and y,, both being column vectors. Therefore,
the ECG samples were used as the input features in the KNN
algorithm, and no further feature engineering was considered
here, for simplicity.

The algorithm classifies a new instance x;; from X;; by
calculating the distances between this instance and all the
instances in X;.. Afterwards the k closest distances are
selected, and the new instance is assigned to the majority class
among its k nearest neighbors in X ;.. The used distance met-
ric is often the Euclidean distance [62], denoted as follows,

N

> Gt — X i)? 3)

i=1

de(Xir, X15) =

where N; represents the number of time samples in a seg-
mented beat.

In this work we also tested other distance metrics, namely,
the Manhattan distance and the correlation distance. The
Manbhattan distance, d,,, is denoted as follows,

N;
A1y, X15) = ) PXisi — Xir.i )

i=1
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FIGURE 2. Representation of different segments of ECGs. (a) Two example segments of ECGs in the used database. The y axis represents the
amplitude of the signal in mV and the x axis represents the time in seconds. The upper (lower) panel shows a recording with normal beats
(with some beat anomalies). (b) M-mode representation of available beats in an example patient.

TABLE 1. Examples of imbalance in the number of labels (multiclass
dataset).

Patient Class 1 Class 2 Class 3 Class 4 Class 5
Patient 1 | 2239 33 1 0 0
Patient 2 | 1860 3 0 0 2
Patient 3 | 99 0 4 0 56
Patient 4 | 2082 0 0 0 0

and the Correlation distance, d., is denoted as follows,

N; _ _
Z(xts,i - xts)(xtr,i — X1)
~
Py Xis) = = ' =
I G — E Py N i — B
deir, Xi5) = 1 — p(xyr, Xi5) (5)

where the average of each beat vector is denoted with the bar.
We want to stress that we used the KNN classifier because of
its simplicity, and although it may not be the most advanced
classification technique, it serves us for evaluating the impact
of the different preprocessing stages on an overall classifica-
tion system, according to the scope of this paper.

C. BALANCING AND NORMALIZATION

The used databases often present a complicated problem,
namely, they are strongly unbalanced even when regrouping
the existing subclasses. This means that the total number of
beats per class is very uneven and it increases the complexity
when classifying with ML systems. As we can see in some
examples of the MIT-BIH database shown in Table 1, where
the columns indicate the number of beats belonging to the
different regrouped classes for each example patient, we can
see that most of the beats of every patient belong to the
first class (sinus rthythm) and there are many classes in many
patients that have no beats.
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In order to have a more balanced database we separate
selectively some patients into X, and some other patients
into X, the rest of the patients being assigned randomly.
This selection is made based on the number of beats in each
class for each patient, so that both the test set and the train set
contain beats from every class. In addition, different sizes of
the database were tested by reducing the maximum number of
beats in every class for every patient, and this value is called
N,,. Recall here that all the beats from one patient go either
to the training set or to the test set, resembling a real scenario
where beats from a new patient have not been used to train
the ML algorithms, and thus avoiding the risk of reporting
non-realistic classification accuracy values.

Statistical normalization methods are another preprocess-
ing option that can be considered. These techniques scale the
values of our data without distorting differences in the range
of values, in this work we normalized the data to zero mean
and unit standard deviation for each beat as follows,

1
X, = — O — ) (©6)

where u and o stand for the mean and the standard deviation
of that given beat, and it is similarly normalized for the test
beats.

IV. BOOTSTRAP AND CONFUSION INDICES

In this section, a Bootstrap resampling scheme is presented
for its use on the evaluation of the differences among signal
preprocessing and ML tuning options. The objective of this
procedure is to characterize the statistical sampling variability
for drawing inferences about the population based on the
results on our dataset, while accounting for the impact of a
preprocessing design decision on the overall performance,
and also while taking into account the inter- and intra-class
performance, especially in cases of multiple and strongly
unbalanced labels in the test set.

VOLUME 10, 2022
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FIGURE 3. Representation of the histogram for an example of calculating the DBA. (a) Histogram of the resampled
parameter Sq when not canceling the non-significant differences of the confusion matrix. (b) Histogram of the
resampled parameter Sy, when previously canceling said differences. In general, a reduction in the histogram with can
be observed, which results in a reduction of the standard error and hence an increase of the statistical power of the

tests.

We can study sampling variability by artificially sampling
with replacement the originally available population, so that
this new but repeated population can be the dataset from
which we seek to draw inferences. Since the dataset is itself a
sample of the whole population, we are taking a sample from
the sample, i.e., we are resampling. This does not provide
more information from the population, but it rather provides
us with the quantification of sampling variability for drawing
inferences about the population based on our data [63]. The
resampling method can be used to compute confidence inter-
vals (CI) of many types of statistics and to perform cut-off
hypothesis tests.

In the present problem, we need to decide whether the per-
formance differences between two preprocessing options are
statistically significant in terms of some given and selected
performance statistics. Our statistical hypothesis test con-
trasts the null hypothesis (Hp) that preprocessing options
yield the same performance, against the alternative hypoth-
esis (H1) that they yield different performance on the overall
ML system, this is,

Hy: Au=20
Hy: Au # 0, @)

where u1 and u; denote the performance statistic obtained for
each set of preprocessing options, and Au = uj; — up is any
of the differential statistics used here for hypothesis testing.
In order to approximate the probability density function
(pdf) of uy, up, and subsequently of Au, we use the well-
known plug-in principle. In general, let Z = {z,j =
1, ..., L}beasetof L measures, and let u be a statistical mag-
nitude estimated by using an operator O on the observed set,
i.e., u = O(Z). Since the actual fz(Z) is likely to be unknown
and only a finite number of samples are available, and the
operator O can be complex to obtain analytically, it turns out
that f,,(u) will be often impractical to compute. Alternatively,
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we can approximate fz(Z) by its plug-in empirical distribu-
tion, fz (Z). We build sets Z*(b) (so-called resamples from Z),
by sampling with replacement up to L elements of Z. Now,
areplication of the statistic u is obtained as u*(b) = O(Z*(b)),
and it represents an estimate of this statistic. By repeating the
resampling procedure for b = 1, ..., B times, an estimated
pdf for our performance statistic is given by

A 1< i}
futwy = 5 hZ:l 8(u — u*(b)) ®)

An estimation of the CI for Au can be similarly and readily
obtained from ordered statistics in Au*(b) resamples [64].
The differences between the two methods are considered as
statistically relevant in terms of statistic # when the 95% IC
of Au does not overlap the zero value.

In the present problem, Z stands for the beat classification
labels and u stands for the confusion matrix (M) generated
with the two possible hypotheses (M and M, respectively),
where

M = [mu, vl )]

and element m,, ,, denotes the number of observations known
to be in class u but predicted to be in class v. We start from
two vectors containing the beat classification labels for the
two preprocessing options, named Z; and Z,. In each resam-
pling iteration (b) these vectors are resampled, and also y; is
resampled. In each iteration (b), confusion matrices M and
M, are obtained, corresponding to the two resampled vectors,
and in addition AM = M| — M> is obtained. At the end of
the B replications, an estimation of the pdf of each element
of the AM matrix is obtained to determine statistically sig-
nificant differences. Then, the 95% IC is calculated for each
element in AM, and if does not contain zero, the differences
between both preprocessing methods are considered as statis-
tically significant, and the previously obtained matrix AM is
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multiplied by one (zero) those values that are (that are not)
significant according to their IC, and we obtain AM>.
Finally, we also define the DBA, denoted as S,, as the
total number of beats correctly classified in each class minus
the total number of beats incorrectly classified, when moving
from the set of preprocessing options 1 to the set of prepro-
cessing options 2. The statistic is hence calculated as follows:

Ne N N¢
Sa=2) Muu—) D My (10)
u=1 u=1 v=1

where N, stands for the number of beat classes. The histogram
of this statistic, S,, can be plotted and analyzed, in such a way
that if the CI overlaps the zero, the effect of the difference
in the preprocessing options (1 and 2) is considered as non-
significant, and if it does not overlap zero, the difference
between said preprocessing options is significant from an
overall point of view. When the differential beat accuracy
S is significant, it can be positive or negative, noting that
when it is positive (negative) this means that the first (second)
preprocessing option is better than the second (first) one as
shown Figure 3 (a). Parameter S, is also multiplied by one
(zero) those values that are (that are not) significant according
to their CI, obtaining a narrower histogram for S;, as shown in
Figure 3(b). This results in a reduction of the standard error
of the estimators, and an increase in the statistical power of
the tests.

V. EXPERIMENTS AND RESULTS

In this section, we first describe a set of experiments con-
ducted with computationally obtained surrogate beats. These
experiments show the performance of the proposed method-
ology in a known-solution case. Following, we describe
the real database used in this work, proceeding from Phys-
ionet [41] and previously used in many related works. Then,
we scrutinize the implementations of different processing
options, and these options are compared and analyzed using
the proposed Bootstrap statistical differential tests and confu-
sion matrices. The different options are: the data normaliza-
tion; selecting the maximum number of beats per patient (N,;;)
to feed the classifier; the distance metric implemented in the
KNN algorithm, as well as the number of neighbors (k); the
baseline cancellation and the low pass filtering. We tested all
these preprocessing options both for the multiclass regroup-
ing and for the biclass regrouping.

A. SYNTHETIC DATABASE

To show the usefulness of the proposed methodology in a
known-solution case, different data sets composed of surro-
gate beats were generated with software developed in Matlab.
This software allows us to simulate heartbeats from differ-
ent families following a set of rules given by cardiologists,
namely, the duration of the QRS complex and PQ and ST
intervals and the amplitude and symmetry of the heartbeats
waves. Figure 4 shows some examples of synthetic heart-
beats, including normal sinus rhythm (SR) beats in Fig. 4 (a),
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supra ventricular (SV) beats in Fig. 4 (b), ventricular (VT)
beats in Fig. 4 (c), and noise in Fig. 4 (d).

First, we generate 1500 beats for each class and divide
them randomly into three sets of 500 beats, namely, train,
validation, and test sets. Secondly, we find the k value (scru-
tinizing from 1 to 45) that minimizes the classification error
in the validation set, and it turns out to be £k = 13. However,
we use the proposed bootstrap statistical procedure to find
the k-value where the classification error decrease is statisti-
cally significant since a large k-value is prone to overfitting.
We start comparing increasing k-values from 3. Figure 5
shows the histogram of S;, a) comparing k = 15 and k = 3,
and b) comparing k = 13 and k£ = 9. The histogram in
(a) shows that k = 13 significantly outperforms k = 3. It is
significant because the 95% CI of S, does not overlap zero
and is better for the first option (k = 13) because the 95%
CI of S is composed of positive values. The histogram in
(b) shows no statistical difference between the results with
k=13andk =9.

We then used LIME to identify the input characteristics,
in our case, the signal samples, which the classification algo-
rithm considers to classify the cases. Figure 6 shows one
example for each class, namely, (a) SR beat, (b) SV beat,
(c) TV beat, and (d) noise. For each example, the top panel
shows the beat, and the middle panel shows the signal samples
that LIME determines that are used to classify the example.
The bottom panel shows the same samples weighed by their
importance in the classification.

Also, t-SNE is used to find a low-dimensional representa-
tion of the data. Figure 7 (a) shows how the different classes
of surrogate data are distributed in a low dimensional space.
It can be seen that the main overlapping occurs between SR
and SV families. Figure 7(b) shows an example of a misclas-
sified beat labeled as SR but classified as SV. LIME shows
us that this is probably due to the low level of the p-wave
and that it also uses information from the QRS-complex and
the repolarization segment for the classification. Note that
this example can be closer to the pattern in Fig 6(b) than the
pattern in Fig 6(a). Also, some SV beats can be misclassified
as RS because they do present some t-wave and the algorithm
determines that they are more close to the pattern in Fig 6(a)
than to the pattern in Fig 6(b).

For the next experiment, we generated two biclass datasets
with balanced data (8000 SR beats and 8000 SV beats)
and unbalanced data (8000 SR beats and 1000 SV beats).
The experiment evaluated the effect of the unbalances in
the data by comparing the performance of the KNN algo-
rithm between both datasets. However, the confusion matri-
ces showed that we were not at the local optimum in
which the machine gives the majority class solution, and
more, we obtained no statistically significant difference from
both learning schemes, which shows that this unbalance is
acceptable for building a KNN-based beat classifier in these
conditions.

For the last experiment with synthetic data, we generated
two multiclass datasets. One dataset comprises the same
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FIGURE 4. M-mode representations depicting surrogated generated beats: (a) sinus rhythm (SR); (b) supraventricular beats (SV);

(c) ventricular tachycardia beats (VT); and (d) noise.
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FIGURE 5. Histogram of Sy, for the surrogate database. (a) comparing k = 15 and k = 3; (b) comparingk =13 and k = 9.

number of beats for each class, 8000 SR beats, 8000 SV beats,
and 8000 VT beats. A second dataset included a different
number of beats for each class, 8000 SR beats, 1000 SV
beats, and 1000 VT beats. Figure 8 shows the histogram of
Sp with the comparison between both options, and it reflects
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that using the balanced dataset (first option) is significantly
better than using the imbalanced dataset (second option). It is
significant because the 95% CI of S does not overlap zero,
and it is better for the first option because the 95% CI of Sj,
is composed of positive values. Table 2 shows the subtraction
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FIGURE 6. LIME examples in surrogate data, including (a) normal beat, (b) SV beat, (c) TV beat, and (d) noise. For each example, the
top panel shows the beat, the medium panel shows the signal samples that LIME determines are being used to classify the
example, and the bottom panel shows the same samples weighed by their importance in the classification.
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FIGURE 7. Example of interpretation of the results using t-SNE and LIME. (a) t-SNE representation of the used set of surrogate family beats;
(b) Example of LIME on a misclassified beat, a beat labeled as SR but classified as SV due to its similarity. In the representation on (a) this
example corresponds to a green dot close the cloud of blue dots.

values of the diagonal of AM, are positive and this indicates
that the first preprocessing option is better than the second
one.

of the confusion matrix of both options 2 (a), the confusion
matrix of the first option M1 in Table 2 (b) and the confusion
matrix of the second option M; in Table 2 (c), note that the
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FIGURE 8. Representation of the histogram of S, comparing balanced
and imbalance in multiclass surrogate datasets.

TABLE 2. Confusion matrix obtained from applying KNN algorithm.
(a) AM,, the subtraction of the confusion matrices; (b) Balanced
multiclass. (c) Imbalanced multiclass.

AMo Class 1 Class 2 Class 3
Class 1 -9 9 0
Class 2 -228 228 0
Class 3 0 0 0
(@)
My Class 1 Class 2 Class 3
Class 1 1591 4 0
Class 2 146 1446 0
Class 3 0 0 1613
(b)
Mo Class 1 Class 2 Class 3
Class 1 1613 0 0
Class 2 50 1626 0
Class 3 0 0 175

B. DATA DESCRIPTION, BEATS, AND REGROUPING

Physionet is a website designed to promote and facilitate
research in biomedical and physiological signals. In this
paper, we used the MIT-BIH Arrhythmia Database [65], pro-
ceeding from its web [41]. This database has already been
used in several works [8], [40], and it contains 48 half-
hour extracts of two-channel ECG records obtained from
47 hospitalized patients, all of them sampled at 360 Hz.
Figure 2 (a) shows two ECG fragments from two different
patients. These records have been labeled by experts and are
provided with their corresponding annotations according to
different heart rhythms, which allows us to know how many
classes there are and how many beats are in each class. There
are originally a total of 19 different labels, namely, normal
beat (N), left bundle branch block (L), right bundle branch
block (R), bundle branch block beat (B), atrial premature
beat (A), aberrated atrial premature beat (a), nodal premature
beat (J), supraventricular premature or ectopic beat (atrial
or nodal) (S), premature ventricular contraction (V), R-on-T
premature ventricular contraction (r), fusion of normal and
ventricular beat (F), atrial escape beat (e), nodal (junctional)
escape beat (j), supraventricular escape beat (atrial or nodal)
(n), ventricular escape beat (E), paced beat (/), fusion of
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FIGURE 9. Histograms showing the number of beats for each class and
each patient for the two different regrouping strategies considered in this
work. The x axis represents the class number, the y axis represents the
patient number, and the z axis represents the number of beats. (a) Labels
according to Multiclass AAMI standard regrouping. (b) Labels according
to Biclass regrouping.

paced and normal beat (f), unclassified beat (Q), and beat not
classified during learning (?).

It can be seen that there is much detail in the label defi-
nition for the beats, which is not necessary for beat families
classification in Holter systems, hence, it is usual in the liter-
ature to regroup these labels into some reduced set of types.
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TABLE 3. Description of the multiclass regrouping, where Beats stands for the total number of beats, and Mean (Std) stand for the mean (standard

deviation).

Classes Beats Mean (Std) MIT-BIH
beat type

Non-ectopic (N) 90.631 1.888,1 (710,18) N,L,R,e,].

Supra-ventricular ectopic beat (S) | 2.781 57,93 4 (206,30) A a,S,]J.

Ventricular ectopic beat (V) 7.236 150,75 (242,48) V,E.

Fusion beat (F) 803 16,72 (73,99) F

Unknown (U) 8.043 167,56 (561,54) /,£,Q

TABLE 4. Description of the biclass regrouping, where Beats stands for
the total number of beats, and Mean (Std) stand for the mean (standard
deviation).

Classes Beats Mean (Std) MIT-BIH beat type
Class 1 93.410 1.946 (690) N,A,aeJ,j,L,R.
Class 2 15.943 332,14 (595) V,Ef,/

Two different criteria are used in the present work for label
regrouping. The first one is multiclass labeling which classi-
fies the beats into five types (N, S, V, F, U), as recommended
by the standard from the Association for the Advancement of
Medical Instrumentation (AAMI), and which is used in many
works [22], [66], [67], it is shown in Table 3. However, these
two previous label sets may lack clinical sense since they
mix different criteria (QRS morphology, beat origin, rhythm).
Therefore, the second one, a biclass regrouping, was stated by
an expert cardiologist in our group according to its clinical
usefulness, and this labeling mostly differences between the
supraventricular and ventricular originated beats, as seen in
Table 4. Figure 9 shows the histograms for the two types of
labels.

As explained before, one should note that the digital pro-
cessing pipeline in this problem is a hybrid, including signal
preprocessing steps and ML steps. The first steps correspond
to signal preprocessing (detrending, filtering, R-wave detec-
tion) and the subsequent ones to ML (beat segmentation, label
assignment to the available beats for training and testing).
Whereas label assignment to each segmented beat is at the
end of the technical workflow, it is part of the description of
the MIT-BIH database, which consists of a set of signals with
time marks on their beats and with labels assigned by experts
to those beats.

C. MULTICLASS DATASET

1) DATA NORMALIZATION

The first experiment consisted of checking how the data
normalization impacts the final results of the ML classi-
fier. This analysis was conducted by comparing the dif-
ferential confusion matrix (AM>) and the differential beat
accuracy (Sp) with (first preprocessing option) and without
(second preprocessing option) using the normalization of
the segmented beats provided as the ML input vectors. The
remaining preprocessing parameters used in this initial con-
figuration were: N,, = 50 as the maximum number of beats
selected from each class per patient; the low-pass filter cut-off
frequency was QI%IL = 60 Hz, and the distance used in the
KNN classification algorithm was the Euclidean one (d,).
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FIGURE 10. Representation of the histogram of S, comparing data
normalization and non-normalization through the use of differential
accuracy, which shows a significant improvement when using the first
preprocessing option.

TABLE 5. Confusion matrices corresponding to the comparison of two
preprocessing options: (a) AM,, the subtraction of the confusion
matrices; (b) M,, first option; (c) M,, second option.

AM> Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 774 -771 1318 -1307 -14
Class 2 100 0 -100 -10 0
Class 3 0 58 0 -70 0
Class 4 96 0 -46 -54 0
Class 5 -979 -69 -122 136 1034
(@)
My Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 41474 1441 2860 189 13
Class 2 1464 0 174 1 0
Class 3 0 168 0 220 0
Class 4 356 0 14 8 0
Class 5 334 39 31 150 1513
(b)
Mo Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 40700 2212 1542 1496 27
Class 2 1364 0 274 11 0
Class 3 0 110 0 290 0
Class 4 260 0 60 62 0
Class 5 1313 108 153 14 479

()

Figure 10 shows the histogram of S}, for these two prepro-
cessing options. Considering that AM;, as shown in Table 5
(a), is the subtraction of the confusion matrix of both options,
M in Table 5 (b) and M, in Table 5 (c), note again that if
the values of the diagonal of AM, are positive this indicates
that the first preprocessing option is better than the second
one, whereas when the diagonal values are negative this
indicates the opposite. Also note that when the non-diagonal
values of matrix AM, are positive, this means that the second
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TABLE 6. Differential confusion matrix (AM,), obtained as the
subtraction of the confusion matrices. The first (second) preprocessing
option uses N = 50.

AM> Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 -1075 1263 -276 100 -12
Class 2 63 40 -103 0 0
Class 3 -235 61 85 61 28
Class 4 -17 13 0 5 0
Class 5 -36 25 0 63 -59

option is better than the first one, and vice-versa. The his-
togram shows that all values within the 95% CI are positive,
which indicates that the statistical difference between the
two compared options is positive and that the first option
gives a significantly higher number of correctly classified
beats. This can also be analyzed with detail by looking at
AM,. Therefore, we chose to normalize the data because
a statistically significant gain turns into about 3600 better-
classified beats. Furthermore, the observation of the elements
in AM; indicates that the first and fifth classes significantly
increase their accuracy (positive diagonal elements) thanks
to several confusion errors reducing (negative non-diagonal
elements).

2) BALANCING THE TRAINING DATASET

The database is unbalanced for both regrouping schemes,
as we have seen in Table 1, which shows the beats of some
example patients for each of the classes. In this experi-
ment, we tested different values of N,,, namely 50, 100, and
using all the beats in all the training patients. The remain-
ing preprocessing parameters were set as follows: G%IL =
60 for low-pass filter cut-off frequency; data normalization
as explained in the previous section; two neighbors and
euclidean distance in the KNN algorithm.

We first compared N,, = 50 as the first preprocessing
option using all the beats in each training patient as the second
preprocessing option. The resulting histogram shows that the
values in the 95% CI are negative, meaning that the second
preprocessing option is better, and using all the beats without
selecting them gives better overall performance than using
a maximum of N,, = 50 beats per training patient. But if
we analyze the differential confusion matrix, AM>, as shown
in Table 6, we can see that the classes that improve the
classification, the first and fifth class, match with the classes
with more beats as shown Table 3. This does not mean that
using the second preprocessing option improves the results
on a per-class basis. Also, it does not mean that it is a better
option than the first one, given that, in this case, the classes
with more beats are classified better, which means that there
could be overfitting.

3) DISTANCE METRIC IN THE KNN ALGORITHM

In this experiment, we tested how the different distance met-
rics implemented in the KNN algorithm affect its overall
performance, considering the Euclidean distance (d,), the
Correlation distance (d.), and the Manhattan distance (d,,).
The remaining preprocessing parameters were set as follows:
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FIGURE 11. Histograms comparing different preprocessing options for
various experiments in terms of Sp,; (a) Comparative between d¢ and de;
(b) Comparative between d¢ and dp; (c) Comparative of selecting

2 neighbors in KNN algorithm vs selecting 4 neighbors; (d) Comparative
of selecting k = 4 in KNN algorithm over selecting k = 10.

TABLE 7. Differential confusion matrix (AM,) obtained from the
comparison of the first (second) preprocessing option, using k = 4
(k = 10) in the KNN algorithm.

A Mo Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 -461 284 89 92 0
Class 2 31 16 -45 0 0
Class 3 0 81 37 -80 -43
Class 4 10 -9 7 -8 0
Class 5 0 10 0 0 -9

N = 50 as the reducing maximum number of beats selected
from each class per patient; the low-pass filter cut-off fre-
quency used was O%IL = 60; and data normalization was
included.

We first compared d. and d,,, and the histogram in
Figure 11 (a) shows that using any of these two preprocessing
options does not provide any difference at all. This is just
because when the data are normalized, the distances are
exactly the same due to their mathematical equation being
coincident in this case, as expected. Secondly, we compared
the d. with d,,,. As we can see in Figure 11 (b), all S}, values
are negative, which means that the second option gives an
advantage compared with the first option, thus d,, was the
preprocessing option selected over the other distances from
now on. The differential confusion matrix showed that with
the d,, the first and the fifth class improve compared to the
other distances.

4) NUMBER OF NEIGHBORS USED IN THE KNN ALGORITHM
In this experiment, we evaluated the effect of the number of
neighbors used in the KNN algorithm, and for this experi-
ment, we used: NV,, = 50 as the maximum number of beats
selected from each class per patient; low-pass filter cut-off
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FIGURE 12. Histogram of statistic beat accuracy, Sq, comparing the beat
ECG signal classification with baseline cancellation and the beat ECG
signal classification baseline without cancellation.

frequency O%IL = 60 Hz, and d;, in the KNN classification
algorithm.

Firstly, we compared using two neighbors (k = 2) with
using four neighbors (k = 4). Figure 11 (c) shows the
histogram with the comparison between both preprocess-
ing options, which is not significant in this case. Secondly,
we compared k = 4 with a higher number of neighbors of
k = 10. This second comparison is shown in Figure 11 (d)
and it reflects that when the number of neighbors increases,
the differential accuracy improves. But if we analyze AM>,
as Table 7 shows, it is similar to what we obtained in the
previous subsection, because increasing the number of neigh-
bors improves the classification for the first class, and it also
does slightly for classes four and five, while classification
for classes two and three worsens in a larger percentage.
Therefore, using a high value for k£ could lead to overfitting
and decreased performance when trying to generalize the ML
problem. We tested even and odd values for k to avoid tie
situations since the number of output classes is odd.

5) BASELINE CANCELLATION

In this experiment, we compared the baseline cancellation of
the ECG signal with the baseline non-cancellation settings.
The remaining preprocessing parameters were set as follows:
N, =50, QI%IL = 60, k = 2 and d,,, in the KNN classification
algorithm.

As we can see in Figure 12, the histogram shows no
significant difference for Sp. If we analyze AM;, as shown
in Table 8, with cancellation the first and the fourth classes
get worse, whereas the third and the fifth get better, and
since the global improvement is in percentage higher the
global worsening, we chose to include baseline cancellation.
Figure 13 shows the effect of the baseline cancellation in
every beat of one example patient.

6) LOW-PASS FILTERING

In this experiment, we compared the low-pass filter cut-off
frequencies. The remaining preprocessing parameters were
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TABLE 8. Differential confusion matrix corresponding to the comparison
of the two preprocessing options with (without) baseline cancellation.

AMs> Class 1 Class 2 Class 3 Class 4 Class 5
Class 1 -139 231 -108 30 -14
Class 2 -38 0 41 0 0
Class 3 0 0 55 -63 -13
Class 4 0 0 0 -7 0
Class 5 -19 0 -11 17 18
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FIGURE 13. M-mode representations depicting every beat of one
example patient in a three-dimensional shape: (a) M-mode for all the
beats of the patient with baseline cancellation; (b) M-mode without
baseline cancellation.

set as follows: NV,, = 50, baseline cancellation, k¥ = 2, and
dy, in the KNN classification algorithm.

Figure 14 (a) shows the comparison G%IL = 60 Hz as
the first preprocessing option and O%IL = 70 Hz as the

second preprocessing option. In this case, all the values are
positive, and it does not overlap zero, which means that using
62, = 60 Hz as frequency is better than using 62, = 70 Hz.
We also compared QI%IL = 60 Hz and G%IL = 50 Hz, as shown
in Figure 14 (b), and in this case, all the values overlap the
value zero, that means that using H%IL = 60 is a similar
option than using Q%IL = 50 Hz when filtering. Finally,
this cut-off frequency was compared with a lower value,
02, = 40 Hz. As we can see in Figure 14 (c), the comparison
between O%IL = 50 Hz as the first preprocessing option and
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Q%IL = 40 Hz as the second preprocessing option, denotes
than OI%IL = 50 Hz is a better preprocessing option. Also,
comparing the values of the differential confusion matrix
yielded better results when choosing O%IL = 60 Hz as the cut-
off frequency, specifically improving the first class over the
other classes. After comparing different options, we selected
Q%IL = 60 Hz as the cut-off frequency.

7) FINAL CONFIGURATION

After the set of experiments, the only difference with the
initial parameter values is the distance metric in the KNN
classifier, which changes from Euclidean to Manhattan. The
overall accuracy changes from 0.85 to 0.87. However, this
is going to be dependent on the initial choices. For instance,
our initial configuration included data normalization, and the
methodology showed that without data normalization, the
accuracy drops by about 7%. We also computed sensitivity,
precision, and specificity for every class, obtaining subtle
differences, with improvements, except for the precision of
the ventricular (V) class, which improved from 39% to 56%,
meaning that fewer beats from other families are misclassi-
fied as ventricular. Even if the improvements for this partic-
ular case are modest, the methodology proves to be useful
for parameter tuning in terms of the overall accuracy of the
system and prevents overfitting due to the inherent imbalance
of the problem.

We performed an analysis with LIME, as we did with the
surrogate database, to interpret the results of our model with
a real multiclass dataset. Figure 16 illustrates an example
of two beats from the multiclass database, where Figure 16
(a) shows a beat labeled as Class 1 and correctly classified
as Class 1, and Figure 16 (B) shows a beat labeled as class
5 but erroneously classified as Class 4. For each example, the
top panel shows the beat, the medium panel shows the signal
samples that LIME determines are being used to classify
the example, and the bottom panel shows the same samples
weighed by their importance in the classification. We have
reviewed several examples of identifying that consistently the
same beat samples are representative of each class in many
cases.

We also obtained the t-SNE representation with the multi-
class dataset. Figure 17 (a) shows how the different classes of
multiclass data are distributed in a low dimensional space.
There is a strong overlap between Class 2 and the other
classes, making difficult the visualization of the remaining
classes and also the interpretation of this representation.
Figure 17 (b) shows the same visualization for the biclass
dataset. Both classes overlap, making it difficult to differ-
entiate them and showing that this is an intrinsically hard
classification problem.

D. BICLASS DATASET

We conducted similar experiments for the biclass regroup-
ing. After comparing the different preprocessing options, the
selected combination of parameter values is described next.
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TABLE 9. Confusion matrices for the initial configuration (a) and final
configuration (b) of preprocessing options. (c) Metrics for the initial and
final configuration.

Class 1 Class 2
Class 1 34934 2281
Class 2 5357 5642
(a)
Class 1 Class 2
Class 1 36701 514
Class 2 4799 6200
(b)
Accuracy | Precision | Sensitivity Specificity
Initial 0.84 0.71 0.51 0.94
Final 0.89 0.92 0.56 0.99

(©

First, not normalizing was better in this case. As seen in
Figure 15 (a), normalizing (not normalizing) the data is the
first (second) option. Second, we selected to use all the beats
from each class per patient, as seen in Figure 15 (b), as far
as this option is better than the first option implemented with
N,, = 50. Third, the distance used in the KNN classification
algorithm was d,,, as seen in Figure 15 (c), compared with d..
Also, the number of neighbors to be used was selected to be
k = 2, as seen in Figure 15 (d). Finally, baseline cancellation
of the ECG signal is shown to be preferable in Figure 15 (d),
and OI%IL = 70 Hz for low-pass filtering in Figure 15 (f).

Table 9 shows the confusion matrices for the initial (a) and
final (b) preprocessing options. If we define Class 1 beats as
negative cases and Class 2 beats as positive cases, Table 9 (c)
shows the accuracy, precision, sensitivity, and specificity
metrics for the initial and final preprocessing configurations.
It should be noted that the accuracy provided by the classifier
is again modest, as far as we chose to use a simple classifier
in a very basic configuration. However, these overall results
show several positive results about the proposed DBA index
and the differential confusion matrices used. On the one hand,
the beat detection system is able, to some extent, to retrieve
some relevant information and to give some class separability.
This represents a noisy environment for any performance test,
as the class overlapping is strongly present. However, the pro-
posed method is able to guide the signal processing and ML
tuning to a statistically principled increase in performance
even in these non-favorable conditions. On the other hand, the
increase in overall accuracy (DBA index) can be checked to
correspond to a specific improvement in the confusion matrix
elements (i.e., increase in the diagonal elements and decrease
in the non-diagonal elements), even in severe conditions of
class unbalance, which is often present in beat classifiers
for ECG systems when using ML algorithms. Our method
allows us to deal with this kind of scenario and to set an
appropriate choice of settings for the signal preprocessing and
free parameters for ML algorithms.
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FIGURE 14. Comparative among filter cut-off frequencies: (a) This histogram represents as the first (second) preprocessing option a cut-off
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FIGURE 15. Histograms comparing different preprocessing options for biclass regrouping in terms of Sp: (a) Comparing normalizing data versus
non-normalizing data through Sp, shows a clearly significant improvement when using the second preprocessing option; (b) Comparative between
using a maximum of 50 beats, Ny = 50, and using all the beats when balancing the dataset; (c) Comparative between correlation as a first
preprocessing option and Manhattan distance as a second preprocessing option; (d) Comparative of selecting k = 2 in KNN algorithm over
selecting k = 4; (e) Representation of the histogram comparing the data with baseline cancellation applied and without baseline cancellation;

(f) Comparative between filter cut-off frequencies, the first preprocessing option is a cut-off frequency of 0;”_ = 70 Hz and the second is a cut-off
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frequency of 97, = 60 Hz.

V1. DISCUSSION

The main objective of this work is to suggest a methodology
to evaluate the impact of the signal preprocessing and ML
options on the final beat families classification results by
using a statistically principled DBA index and the differential
confusion matrices. Notice that this methodology conveys
extra computational load during the design of the classifi-
cation system but not afterward when the system is in use.
We analyzed the beat family identification problem using
ML algorithms and the ECG preprocessing impact on the
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final classification error using a simple classifier, namely,
the KNN algorithm. Generalization in ML systems requires
a large enough number of examples in each beat group and
patient diversity to be included as the data sources. It can
be sensitive to the intrinsic strong imbalance in the different
classes. We selected this ML algorithm because it has been
extensively used in the literature, and its performance is
enough to analyze its generalization capabilities on different
conditions. This algorithm has just one hyperparameter to
tune, so it is appropriate to focus on evaluating the previous

VOLUME 10, 2022



A. Vadillo-Valderrama et al.: Differential Beat Accuracy for ECG Family Classification Using Machine Learning

IEEE Access

0.7 0.75 0.8 0.85 N 09 095 1

(a)

0.7 0.75 0.8 0.85 0.9 0.95 1
S

(b)

FIGURE 16. LIME examples for multiclass dataset. (a) The beat is labeled as Class 1 and it is classified as Class 1, (b) The beat is labeled as
Class 5, but it is classified as Class 4. For each example, the top panel shows the beat, the medium panel shows the signal samples that LIME
determines are being used to classify the example, and the bottom panel shows the same samples weighed by their importance in the

classification.
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FIGURE 17. (a) t-SNE representation of multiclass database; (b) t-SNE representation of biclass database.

stages. The ML requirements on databases for their success-
ful generalization could be different from the ones offered by
Holter benchmarking databases, which focus on performance
examples in different signal conditions, like segments with
specific types of noise, pacemakers, or some non-sinus beats.
This represented an opportunity to scrutinize the usefulness
of the method to establish clearer comparisons among the
performance when using different ML methods in the family
beat classification stage.

We have validated and compared the proposed methodol-
ogy using a custom-surrogate dataset generated with simple
definitions. Given its use in the ML literature, we also used
the MIT-BIH database in our experiments. We regrouped the
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family labels into two sets, multiclass and biclass. To achieve
the proposed objectives, we studied preprocessing in different
stages, noting that the preprocessing options affect the classi-
fication of the beats morphology for the two regrouping data
differently. In other words, comparing two different prepro-
cessing options is not straightforward. One particular setting
may improve the classification for some family beats classes
and worsen the classification for other family beats classes.
Here special attention must be paid to the intrinsic strong
imbalance between the different classes. If we only consider
the classification error, the algorithms will tend to learn the
details of the majority-beat family classes at the expense of
a poor classification of the minority-beat family classes. The
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use of two classes in the experiments had a twofold moti-
vation. On the one hand, from a benchmarking viewpoint,
we wanted to test how our proposal for analyzing the quality
of the beat classifiers worked in a non-hardly unbalance
scenario, as far as results on multiclass labeling dataset were
shown to be strongly biased in terms of apparently improved
accuracy just by increasing the detection towards the most
populated class. On the other hand, according to our clinical
coauthors, it is true that, ideally, it would be desirable to
have a beat classifier available to distinguish among multi-
ple classes. Nevertheless, in clinical practice, it is accepted
that just a separation between two classes would be useful,
as far as it can be reliable. In many existing works, publicly
available databases, like the MIT-BIH Arrhythmia Database
(often) or the PTB Diagnostic ECG Database (sometimes).
However, they are undoubtedly valuable but should still be
noted as not being initially designed for training ML systems,
as suggested before [49]. The small number of records of
some patients and the unbalanced classes are examples of
this. The system generalization must be taken into account,
as beats in the same patients are highly repetitive, so complete
patients should be left separate to perform the validation,
and the test stages, which in too many cases is not reported,
and very likely is not done. This could be the cause for the
extremely high-performance values obtained from systems
in the ML literature for ECG processing, sometimes due to
the same bias in the machine training. Another problem that
should be pointed out is that some of these works are not
addressed with the support of cardiologists in the research
team, which leads to loose definitions of the clinical appli-
cations. For the multiclass regrouping, the final result can be
summarized as follows. Data normalization improved overall
results by 7%. When balancing, we chose N,, = 50 as
the maximum number of beats selected from each class
per patient because minority classes improved by about 3%
their accuracy. Baseline cancellation was found appropriate
according to the confusion matrix details. In the KNN algo-
rithm, we selected k = 2 and Manhattan distance. Finally,
the chosen cut-off frequency in the low-pass filter was 60 Hz
because it improved the performance for all classes concern-
ing the other scrutinized cut-off frequencies. The final overall
accuracy is 0.87.

For the biclass regrouping, the final results can be sum-
marized as follows. Without normalizing, the data accu-
racy improves by about 6%. Beat number balancing did not
improve the performance. In the KNN algorithm, we selected
k = 2 and Manhattan distance. Baseline cancellation was
found appropriate, and the best cut-off frequency in the
low-pass filter was 70 Hz. With the proposed procedure, all
metrics have improved. For instance, the precision increased
from 0.71 in the initial configuration to 0.92 in the final
design, meaning that a smaller number of supraventricular
beats are misclassified as ventricular beats. The absolute
overall accuracy is 0.89.

Several implications can be drawn from our study to be
accounted for in future fieldwork. First, from the precedent
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results, it can be seen that preprocessing stages can signif-
icantly affect the overall performance. This aspect is often
hindered by works on ML methods for beat families classi-
fication. Future jobs in this application should consider the
ML and signal preprocessing aspects. Second is the impact of
the imbalance in the minority classes and the out-of-sample
strategy that is (or is not) used in preceding works. In [49],
a review of recent works using deep learning algorithms for
this problem showed that most of the current jobs in the lit-
erature report overfitting results. The out-of-sample strategy
should be carefully designed not to split data beats from the
same patient in training and the test set, as far as the inde-
pendence of the datasets is lost. Apparently high accuracy
is obtained by many methods. The muscular imbalance in
some of the classes makes still more sensitive the learning
process out-of-sample design limitations. Whereas databases
such as the MIT-BIH have been an excellent resource for
Holter system benchmarking, they should be handled with
methodological caution when training and testing ML algo-
rithms.

Several considerations should be taken into account regard-
ing the scope of the present paper. On the one hand, several
works have been delivered over the last few years, pointing
to the risk of the subtle and unnoticed presence of over-
fitting on the part of the literature on ECG classification,
especially including works with the MIT-BIH database. In a
precedent work by our group [49], a detailed analysis was
made in Section 6, Applications in ECG Processing, and
especially in Subsection 6-3-Open Issues for Deep Learning
in ECG. As pointed out, some works made a train-validation-
test partition which did not ensure that beats from the same
patient were constrained to be in only one of these sets,
and its effect sometimes increased the apparent performance.
In addition to our group, other authors have pointed out this
risk in delivering results in the context of ECG analysis for
atrial fibrillation detection in recent years [68], [69]. These
references and others motivate the need for cut-off tests to
guide the design of signal processing and machine learning
stages on beat classifiers. On the other hand, what we wanted
to propose is a non-parametric cut-off test for this purpose
and to show that it can be used with an advantage to improve
the design conditions for a beat classifier. In this setting,
we decided not to include several classifiers in work to make
it easier to follow and to avoid the impression of being a
work on classifier benchmarking. Instead, the use of KNN
was motivated by its simplicity. Even though its performance
is so moderate, the method allowed us to improve the beat
classifier by tuning with the proposed non-parametric cut-off
tests.

Many interesting future research lines are open, given
the results and conclusions from this work. For instance,
to validate the proposed methodology with other accu-
rate databases, apply different novel and good algorithms,
such as DL and dictionary learning, and use feature inter-
pretability techniques on ML classifiers with improved
performance.
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VIi. CONCLUSION

Whereas ML offers the field of beat recognition systems an
excellent set of tools, several cautions should be taken to
avoid risks. Overall, cooperation with cardiologists should
be strongly recommended, as well as consideration of out-of-
sample training strategies. Unbalance in classes is intrinsic to
the beat classification problems. Either out-of-sample design
or algorithms exhibiting robustness to imbalance should
be pursued. In this setting, data augmentation approaches
based on replicating beats can be especially disadvantageous.
Excellent databases created for Holter and cardiac monitor
benchmarking, such as the MIT-BIH arrhythmia database,
should be used with caution when creating ML-based fam-
ily beat classifiers. New public databases should consider
these aspects to provide researchers with good material. The
consideration of digital signal processing stages and not just
ML schemes is also a recommended approach. The proposed
resampling tests will also serve as a practical tool to support
ML systems design and performance evaluation for beat fam-
ily detection.
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